
Falcon SL
Falcon SP
Ray

SL-P
GPS_4
GPS_5



General remarks:
o The list contains the recommended fin length [mm]; the smaller number corresponds to a 75kg surfer, the 

bigger number to a 95kg surfer.

o Fins can be manufactured in 5mm steps also in between the recommended dimensions.
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Board
Fin 

model

Sail Size [m²]
5,0 5,5 6,0 6,5 7,0 7,5 8,0 8,5 9,0 9,5

Length range Length range Length range Length range Length range Length range Length range Length range Length range Length range
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79   SL-P 260 280 270 290 280 300 300 320 320 330

89   SL-P 280 300 290 310 300 310 320 330 330 340 340 350

102   SL-P 300 320 310 330 330 350 340 360 350 380 360 390

112*   SL-P 340 360 360 390 380 400 400 420 410 430

122*  SL-P 390 430 410 440 430 460 440 470 460 490

132*   SL-P 420 440 430 450 440 470 460 490 470 500 480 520

142   SL-P 430 450 430 460 450 480 470 500 490 520 510 540

152   SL-P 480 500 500 520 520 540 540



General remarks:
o The list contains the recommended fin length [mm]; the smaller number corresponds to a 75kg surfer, the 

bigger number to a 95kg surfer.

o Fins can be manufactured in 5mm steps also in between the recommended dimensions.
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Board Fin 
model

Sail Size [m²]
5,0 5,5 6,0 6,5 7,0 7,5 8,0 8,5

Length range Length range Length range Length range Length range Length range Length range Length range
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45   
GPS_4 220 230 230 240 240 250 250 260 260 270

GPS_5 190 200 200 210 210 220 220 230 230

51   
GPS_4 230 240 240 250 250 260 260 270 270 280 280 290

GPS_5 200 210 200 210 210 220 220 230 220 240 230 250

SL

79   
GPS_4 240 260 250 270 260 280 270 290 280 300

GPS_5 210 220 210 220 210 230 220 240 240

89   GPS_4 260 270 280 300 290 310 300 320

102   GPS_4 280 290 290 300 300 310 310 320

112   SL-P 290 310 310 340 330 350 360



Remarks on Rakes:

o The rake numbers given are 
measured at the first 100mm of 
the leading edge starting at the 
base.

o The bigger rake number should be 
chosen for high wind usage, or 
better downwind / GPS-Speed.

o The smaller rake number should 
be chosen for better upwind 
performance, low/medium wind 
usage.

o Fins can be manufactured in 0,5°
steps also in between the limits.
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Lenght
[mm]

SL-P

300 10,0° 12,0°

310 10,0° 12,0°

320 10,0° 11,5°

330 10,0° 11,5°

340 10,0° 11,5°

350 10,0° 11,5°

360 10,0° 11,0°

370 10,0° 11,0°

380 10,0° 11,0°

390 9,5° 10,5°

400 9,5° 10,5°

410 9,5° 10,5°

420 9,0° 10,0°

430 9,0° 10,0°

440 9,0° 10,0°

450 8,0° 9,5°

460 8,0° 9,5°

470 8,0° 9,5°

480 7,5° 9,0°

490 7,5° 8,5°

500 7,5° 8,5°

510 7,0° 8,0°

520 7,0° 8,0°

530 6,5° 8,0°

540 6,5° 8,0°

Lenght
[mm] GPS_4 GPS_5

190 30,0°

200 30,0°

210 30,0°

220 30,0°

230 14,0° 17,0° 30,0°

240 14,0° 17,0° 30,0°

250 14,0° 17,0° 30,0°

260 13,0° 16,0°

270 13,0° 16,0°

280 13,0° 16,0°

290 12,5° 15,0°

300 12,5° 15,0°

310 12,0° 14,0°

320 12,0° 14,0°


